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CONSTRUCTION DETAILS | Oll3s
(®  INSTALL PEDESTRIAN SIGNAL HEADS. PUSH BUTTONS AND EDUCATIONAL CROSSING SIGNS ATTACHED {“0‘
TO EXISTING SIGNAL POLE. 39
®  INSTALL 12” HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING. '
© ADJUST EXISTING HANDHOLE TO FINAL GRADE PRIOR TO THE INSTALLATION OF THE PROPOSED
CONCRETE SIDEWALK.
® USE EXISTING HANDHOLE.
® USE EXISTING CONDUIT. |
® DISCONNECT WIRE TO EXISTING EQUIPMENT AND PULL BACK TO HANDHOLE LABELED ‘a’. PROJECT APPROVALS
RECONNECT WIRE TO EXISTING EQUIPMENT AFTER PROPOSED CONDUIT AND HANDHOLE ARE INSTALLED. CEDLINE | APPEOVALS AZX FOR SIGNAL PLARS
© ABANDON EXISTING CONDUIT. [1] 05 /30,703 pa ¥ = _
@ INSTALL 2“ SCHEDULE 80 PVC CONDUIT (BORED). | REVISIONS apPROVALS /] . MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
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® INSTALL 24" HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING.
INSTALL HANDHOLE.
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